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The following documentation denotes the 
specifications for our standard range of 
laboratory products. 

In addition to Terralabz’s standard range, 
Kidzink offers bespoke furniture services, 
exclusively designed for the specific needs 
and spatial constraints of your space.

All proposed laboratory furniture and equipment comply with the relevant 
international standards:

CLEAPSS G9, G014, G79
Design, layout, and services for science laboratories.  

BS EN 14056:2021
Laboratory furniture requirements and test methods.  

BS 7989:2001
Filtration fume cupboards 

ISO 9001:2015
Quality Management Systems (applicable to suppliers) 

DIN 12918 & EN 13792
Gas and water fitting compliance
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Worktops
We offer a curated range of worktop materials 
to suit the diverse needs of science learning 
environments, with each option tailored to 
balance functionality, durability, aesthetics, 
and budget. During the design process, we work 
closely with school stakeholders to understand 
how each lab space will be used, enabling us to 
recommend the most appropriate surface finishes 
for specific zones. 

All worktops specified for our lab furniture meet 
international quality benchmarks, including FSC 
certification, E1 formaldehyde emission class, and 
Fire Class 2. A detailed consultation will be held to 
review the usage profile of each zone, ensuring the 
most suitable materials are specified for long-term 
performance and visual appeal.

EN 13501-1: Euroclass C-s1, d0 
European Fire Resistance Certification

NFPA 101: Class A 
Life Safety Code

ANSI/UL 723 / ASTM E84 
Low Flame and Smoke Spread

GREENGUARD Certification 
Low VOC Emissions

FSC-Certified Wood
Wood Sustainability Certification 

E1 Formaldehyde Emission
Formaldehyde Emissions Rating

Top
Options For:
•	 12mm Corian®
•	 20mm Trespa Toplab PLUS
•	 0.7mm HPL 

 

MDF
18mm MDF

4PRODUCT SPECIFICATIONS SHEET  ·  SCIENCE LABS



Kronospan | 18mm MDF
Medium-density fibreboard (MDF) is a versatile 
wood-based panel with good machinability. MDF 
has a consistent structure and density along with a 
smooth surface. This makes it suitable for painted 
and stained finishes. The production process 
of medium-density fibreboard (MDF) involves 
grinding wood chips into fibres and bonding them 
with synthetic resins under heat and pressure.

ISO 9001
Quality Management Certification

EN 13501-1: Euroclass C-s1, d0 
European Fire Resistance Certification

NFPA 101: Class A 
Life Safety Code

ANSI/UL 723 / ASTM E84 
Low Flame and Smoke Spread

GREENGUARD Certification 
Low VOC Emissions

FSC-Certified Wood
Wood Sustainability Certification 

E1 Formaldehyde Emission
Formaldehyde Emissions Rating

Trespa | 20mm Toplab PLUS
Used for high-performance areas such as 
student benching, wet zones, and fume cupboard 
surrounds. Its superior resistance to chemicals, 
impact, and bacterial growth makes it ideal for 
rigorous lab use.  

ISO 14001
Environmental Management Certification

ISO 9001
Quality Management Certification

FSC-Certified Wood
Wood Sustainability Certification 

SCS Indoor Advantage Gold
Indoor Air Quality Emissions Certification

LEED
Leadership in Energy & Environmental Design

Synesgy Certificiation
ESG Compliance

Dupont | 12mm Corian
In response to ongoing feedback from science 
staff across several schools, we’ve consistently 
specified 12mm Corian® for lab surfaces unless 
stated by the client. It’s a high-performance, non-
porous solid surface that’s chemically resistant, 
seamless, and incredibly easy to clean—qualities 
that science teachers  repeatedly highlight as 
essential, especially when working with practical-
heavy curricula. Corian offers superior durability 
and long-term performance under heat and 
chemical exposure—making it far more suited to 
the rigours of daily science teaching.

ISO 9001
Quality Management Certification

EN 13501-1: Euroclass C-s1, d0 
European Fire Resistance Certification

NFPA 101: Class A 
Life Safety Code

ANSI/UL 723 / ASTM E84 
Low Flame and Smoke Spread

GREENGUARD Certification 
Low VOC Emissions

FSC-Certified Wood
Wood Sustainability Certification 

E1 Formaldehyde Emission
Formaldehyde Emissions Rating

Abet Laminati | 0.7mm High-
Pressure Laminate
For theory areas or classrooms with minimal 
exposure to moisture and chemicals, High-
Pressure Laminate (0.7mm on 18mm MR-MDF) 
presents a versatile and cost-effective option, 
available in a wide range of colours and finishes.

ISO 14001
Environmental Management Certification

ISO 9001
Quality Management Certification

FSC-Certified Wood
Wood Sustainability Certification 

SCS Indoor Advantage Gold
Indoor Air Quality Emissions Certification

LEED
Leadership in Energy & Environmental Design

Synesgy Certificiation
ESG Compliance

Worktops — Components
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Cabinet Carcasses
All of our cabinetry is constructed from 18mm MDF 
sourced from FSC®-certified suppliers, supporting 
sustainable forestry practices and aligning with 
school sustainability goals. 

Units are finished in a durable, easy-clean 
laminate, designed to withstand frequent daily use 
in busy lab environments. Our cabinet carcasses 
are constructed using 18mm moisture-§resistant 
MDF (MR-MDF. Depending on the application, 
surfaces are finished in laminate or melamine, 
with edge detailing tailored to suit wet or dry 
zones. PVC edge banding is used in dry-use areas, 
while sealed lamination is applied where moisture 
resistance is critical.

Surface finishes are available in matte or textured 
options, with a wide range of neutral and earthy 
tones. Coatings are anti-scratch and stain-
resistant, supporting both aesthetics and easy 
maintenance. 

EN 13501-1: Euroclass C-s1, d0 
Fire Resistance

NFPA 101: Class A 
Life Safety Code

ANSI/UL 723 / ASTM E84 
Low Flame and Smoke Spread

GREENGUARD Certification 
Low VOC Emissions

FSC-Certified Wood
Wood Sustainability Certification 

E1 Formaldehyde Emission
Formaldehyde Emissions Rating
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Proadec | Edge Banding
Medium-density fibreboard (MDF) is a versatile 
wood-based panel with good machinability. MDF 
has a consistent structure and density along with a 
smooth surface. This makes it suitable for painted 
and stained finishes. The production process 
of medium-density fibreboard (MDF) involves 
grinding wood chips into fibres and bonding them 
with synthetic resins under heat and pressure.

PROADEC Edgings Are:

•	 Free from plasticizers and lead 
•	 Made from certified raw materials sourced 

through controlled supply chains 
•	 Manufactured in line with REACH compliance 

and strict internal quality standards, including 
rigorous testing procedures  

ISO 9001
Quality Management Certification

EN 13501-1: Euroclass C-s1, d0 
European Fire Resistance Certification

ANSI/UL 723 / ASTM E84 
Low Flame and Smoke Spread

GREENGUARD Certification 
Low VOC Emissions

FSC-Certified Wood
Wood Sustainability Certification 

E1 Formaldehyde Emission
Formaldehyde Emissions Rating

Italana Ferramenta | Overhead 
Hanging System
For overhead cabinets, we use Libra H1 hanging 
screws, manufactured in Italy. Each screw is 
engineered to support up to 75 kg, offering 
superior reliability and strength in wall-mounted 
applications.

ISO 9001
Quality Management Certification

Hettich | Hinges
We specify Hettich hardware—renowned for its 
precision engineering, long-lasting performance, 
and smooth, silent operation. All hinges are tested 
to 80,000 open/close cycles in accordance with 
EN 15570, Level 3, a high-performance durability 
standard, and meet EN 6270 requirements for 
corrosion resistance, ensuring suitability for high-
use, high-humidity science environments. Hettich 
manufacturing also holds ISO 9001 certification, 
guaranteeing consistent quality across all 
components. 

Spare parts for Hettich hinges are readily available 
in the region, ensuring easy replacement and 
reduced maintenance downtime.

EN 15570 Level 3
80,000 open/close cycles

EN 6270 
Corrosion Resistance

ISO 9001
Quality Management Certification

Glues
We use high-performance glues that are free 
from formaldehyde and with low VOC emissions, 
ensuring a safer indoor air quality and healthier 
environments for children and educators alike. 
These adhesives are part of our commitment to 
sustainable and non-toxic furniture solutions.

Cabinet Carcass — Components
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Sinks
All laboratories sink units are specified to meet 
the rigorous demands of science education 
settings, combining durability, safety, and ease of 
maintenance. 

We install undermount black or white 
polypropylene sinks (400 x 400 x 300mm), chosen 
for their exceptional resistance to chemicals, 
particularly acids and alkalis, making them ideal 
for repeated laboratory use. 

The material’s anti-knock design adds an extra 
layer of protection against impact damage, while 
the matte finish helps to minimise visible wear 
over time, maintaining a clean and professional 
appearance.

EN 13501-1: Euroclass C-s1, d0 
Fire Resistance

NFPA 101: Class A 
Life Safety Code

ANSI/UL 723 / ASTM E84 
Low Flame and Smoke Spread

GREENGUARD Certification 
Low VOC Emissions

FSC-Certified Wood
Wood Sustainability Certification 

E1 Formaldehyde Emission
Formaldehyde Emissions Rating

Siphon Trap for Basin Sink   

Lab sinks can be equipped with high-quality siphon traps, 
ensuring safe and efficient drainage in compliance with 
international laboratory standards. 

We specify a chemical resistant polypropylene siphon trap, 
manufactured in Italy, designed to withstand demanding 
lab environments. Featuring a 1¼” basin connection, DN 
32mm drain pipe, and a 200mm immersion tube, the unit 
is constructed from polypropylene with precision-fitted 
silicone seals. This prevents leaks and corrosion over 
time, ensuring the trap remains permanently sealed and 
limescale-free. 

The sleek matte finish not only complements the aesthetic 
of modern lab interiors but also reinforces our commitment 
to durability and hygiene in every detail of our installation.

Faucet  
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Sinks — Components

Siphon Trap

Faucet

Carcass Integration

Maintenance Panel
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Electrical
To ensure safety, reliability, and ease of maintenance, all electrical 
components specified in our lab installations are selected to meet 
rigorous international standards. Power access is provided through 
IP66 - IK08 certified double 13A switched socket outlets (Legrand), 
offering robust protection against dust, water ingress, and physical 
impact—ideal for high-activity lab environments where spills and 
splashes are common. 

Carcass Integration
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Accessibility
 To further support ease of upkeep, all service connections are clearly 
zoned, and removable access panels are integrated into cabinetry 
and service spines. 

These allow Facilities Management (FM) teams direct, tool-free 
access to plumbing, gas, and electrical infrastructure—without 
the need to dismantle furniture or disrupt teaching spaces. Where 
applicable, components are colour-coded and labelled to streamline 
routine inspections, reduce troubleshooting time, and ensure 
compliance with health and safety protocols.

Toolless Latching Mechanism

Removable Access Panel
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Mobile Fume Cupboards
AIRONE-1000RS 

The mobile filtration fume cupboard proposed is the Airone 1000RS, 
manufactured by Safelab Systems in the UK. 

Fully Mobile Unit — Designed for flexibility, the 1000RS can be shared 
across multiple labs, reducing the total number of units required and 
enabling efficient budget allocation. 

360° Visibility for Demonstrations — With clear laminated glass 
panels on all sides, the unit enhances visibility, safety, and student 
engagement during live experiments. 

Curriculum-Ready Filtration — Includes a bespoke RS CMS blended 
carbon filter, tailored to match the range of chemicals used across 
the UK and IB science curricula. Typical lifespan is 5 years under 
normal conditions. 

Quiet, Controlled Operation — Two-speed fan settings and a 
counterweighted sliding sash reduce airflow turbulence and noise—
ideal for classroom demonstration environments. 

Docking Station Compatibility — Can be connected via a lockable 
service docking station (optional) to safely provide water, gas, 
electrical, and waste services. Units can exit left or right based on 
classroom layout. 

Integrated Safety & Monitoring — Features a fan failure monitoring 
system and airflow management to alert users to any reduction in 
performance. 

Energy Efficient — Operates without the need for ducting, significantly 
lowering energy use compared to fixed extraction systems—aligning 
with sustainability goals. 

Built-in Storage — Integral storage cupboard supports chemical 
safety and functionality, while reducing clutter. 

Manufactured in the UK — Built and assembled in Somerset, UK, with 
nearly all materials sourced domestically. Over 70% of UK schools 
specify Safelab for new builds. 

Optional Enhancements

Docking Station Integration — Secure, tamper-proof service panels 
prevent unauthorised access and reduce service disruption. 

Annual Servicing & COSHH Compliance — Full maintenance and filter 
replacement schedule available to ensure operational compliance 
with COSHH Reg. 9.

This model is used extensively in UK and international schools and is 
fully compliant with:

BS 7989:2001 
Filtration fume cupboards 

CLEAPSS Guidance 
Independently tested for safe use in educational settings

Docking Station
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Fixed Fume Cupboard
AIRONE-1200RS 

The Airone 1200R ducted fume cupboard, manufactured by Safelab 
Systems in the UK, is a high-specification fixed unit designed 
for science prep rooms in secondary schools. It delivers reliable 
performance, full safety compliance, and robust construction for daily 
handling of hazardous substances.  

Prep-Room Specific Design 
Optimized for preparation areas, the 1200R offers a 1200mm wide 
work area with integrated sink and services, enabling technicians to 
prepare and handle reagents safely and efficiently. 

Advanced Digital Controls 
Digital face velocity display 
Low airflow alarm with mute function 
Fan and lighting switches 
Constant airflow monitoring for ongoing operational safety 

Robust & Safe Construction 
Epoxy-coated mild steel carcass for chemical durability 
Safety glass side panels for visibility and supervision 
Solid grade laminate baffles for airflow stability 
Polypropylene worktop with integrated sink 
Counterweighted sliding sash for safe and precise height control 
Polypropylene spillage tray and aluminium aerofoils enhance airflow 
and user protection 

Integrated Services 

•	 Remote water and gas controls 
•	 Double electric socket 
•	 Designed for connection to external ductwork for safe fume 

extraction 
•	 Efficient Dual Filtration System 
•	 2 x 15kg CMS carbon filters tailored for school chemistry 
•	 Filtrete pre-filters extend lifespan by capturing particulates 
•	 Filter saturation alarm detects early chemical breakthrough, 

supporting safe working conditions 

Optional Under bench Storage 

Compatible with 1100mm vented storage cabinets for compliant 
storage of flammable or corrosive chemicals 

UK Manufacturing & Support

Built in Somerset, UK, ensuring short lead times, full-service support, 
and alignment with CLEAPSS and UK curriculum requirements. 

This model is widely used in UK schools and is compliant with:  

BS EN 14175 
Ducted fume cupboard performance standard.  

COSHH Regulation 9 
Requires testing and calibration every 14 months 

CLEAPSS Guidance 
Fully suitable for secondary school laboratory environments

BREEAM-Aligned
Durable construction and efficient performance support long-term 
sustainability goals 
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Chemical Storage Cabinet
This cabinet is purpose-built to help schools meet safety and 
compliance standards when storing hazardous, flammable, or 
corrosive substances. 

The integrated fan and filtration system ensures that chemical 
fumes are continuously ventilated, helping maintain a safe indoor 
environment for students and staff. Its robust, secure design supports 
best practices in science lab safety—reducing risk while aligning 
with international and local regulatory expectations for school 
environments. 

EN 61010-1
General Safety Certification

EN 16121
Safety & Durability Standard for Non-Domestic Furniture

CEI 66-5 
Electrical Safety Standard for Industrial Equipment
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P.O.Box 71668
Office 122, Block H, Al Ferdous 4
Al Safa First, Al Wasl Road.
Dubai United Arab Emirates

+971 04 328 5775

Said Ibn Zayd, 3634, Qurtubah,
  ,ديز نب ديعس
Riyadh 13247
Riyadh, KSA

+966 54 858 9553 

Dubai

kidzinkdesign.com

hello@kidzinkdesign.com

KSA Spain
Sta. Águeda, 40,
09003 Burgos
Spain

+34 625 90 7983


